CHEMTROL 342 IS A LIQUID FERROUS DEBURRING CONCENTRATE FOR USE IN VIBRATORY AND TUMBLE FINISHING EQUIPMENT. CHEMTROL 342 CLEANS MEDIUM TO HEAVY SOILS AND INHIBITS FERROUS PARTS WHILE KEEPING THE MEDIA SHARP AND AGGRESSIVE.

KEY PERFORMANCE BENEFITS:

CLEANS COOLANTS, FABRICATION SOILS, AND MOST OILS.
MEDIUM FOAM IN HARD WATER, HIGH FOAM IN SOFT WATER.
ELIMINATES FILMS AND TROUBLESOME RESIDUES.
PRODUCES CLEAN, LIGHT COLORED PARTS.
EFFECTIVE AT 1/2 TO 1-1/2 OUNCES/GALLON.

SPECIFICATIONS:

<table>
<thead>
<tr>
<th>Specification</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>APPEARANCE</td>
<td>CLEAR LIGHT AMBER LIQUID.</td>
</tr>
<tr>
<td>SPECIFIC GRAVITY</td>
<td>1.12</td>
</tr>
<tr>
<td>PH CONCENTRATE</td>
<td>12.6</td>
</tr>
<tr>
<td>PH 1% SOLUTION</td>
<td>11.6</td>
</tr>
</tbody>
</table>

CAUTION...
CHEMTROL 342 IS AN INDUSTRIAL STRENGTH PRODUCT.
AVOID CONTACT WITH SKIN, EYES, OR CLOTHING.

FIRST AID...
IN CASE OF CONTACT, WASH AFFECTED AREA WITH WATER.
FLUSH EYES WITH WATER FOR AT LEAST 15 MINUTES.
IF IRRITATION PERSISTS, SEEK PROMPT MEDICAL ATTENTION.

WASTE DISPOSAL...
DOES NOT CONTAIN PHOSPHATES, NITRITES, HEAVY METALS, OR OTHER PRIORITY POLLUTANTS.